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General information

HYDROTEC drainage channels are designed to absorb and cont-
rol any surface water that occurs. In addition, the drainage chan-
nels are subject to dynamic (vertical and horizontal) forces. The-
se forces must be dissipated.

The HYDROblock® system and the HYDROblock® FG system in the 
nominal widths 100/150/200/300 comes in load class F900 accor-
ding to DIN EN 1433 Type I and may only be used in accordance 
with their load-bearing capacity.

Please make sure that the channel is free from damage - dama-
ged channels cannot be installed.

SYSTEM HYDROblock®

Operating and maintenance instructions

Due to local conditions, special installation situations may occur, 
therefore we only give general instructions for installation. It is 
important to adhere exclusively to the instructions of the plan-
ner responsible for the project.

Operating Instructions

The drainage channels should be inspected every 1/2 year. 
Check whether the screws have loosened as a result of high 
traffic loads. If necessary, tighten the screws of the cleaning and 
inlet boxes using a torque wrench. Cleaning work can only be 
carried out on the inspection elements or on the inlet boxes.



5. Before the cover is inserted into the inspection element or 
the inlet box, the following steps must be executed:

• Cleaning of the bearing surface, removal of all pollutions
• Cleaning the cover seating surface 

6. Insert the cover and the washers and screws. Then tighten 
the cap screws according ISO 4762 using a torque wrench.

Please note the following while using hexagon socket 
screws according to DIN 912:
 
HYDROblock® 100 = M10 = 8 mm = 30 N/mm2
HYDROblock® 150 = M12 = 10 mm = 50 N/mm2	
HYDROblock® 200 = M12 = 10 mm = 50 N/mm2
HYDROblock® 300 = M16 =14 mm = 120 N/mm2

It is important to ensure that the cover is fully and 
congruently in place.
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SYSTEM HYDROblock®

Operating and maintenance instructions

1. Using a torque wrench, remove the screws and the 
washers. The grating can then be lifted.

Please note the following while using hexagon socket 
screws according to DIN 912:
 
HYDROblock® 100 = M10 = 8 mm hexagon socket
HYDROblock® 150 = M12 = 10 mm hexagon socket
HYDROblock® 200 = M12 = 10 mm hexagon socket
HYDROblock® 300 = M16 =14 mm hexagon socket

2. Removal of the dirt trap and proper emptying. 

3. Cleaning the drainage channel under high-pressure 
water by using a channel cleaning nozzle.

4. Removal of the dirt trap and professional emptying of 
the dissolved dirt particles. Then reinsert the dirt trap.
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