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General information

The pressure-tight manhole cover is secured against backwater 
from the sewer due to the locking system (2 bar). It prevents sur-
face water (rainwater, sewage water) from getting into the man-
hole below. The cover is surface odourproof and waterproof. 
The tightness can only be guaranteed, when the manhole cover 
is handled technically correct and the maintenance is orderly ela-
borated.

MANHOLE COVERS - PRESSURE-TIGHT
Operating and maintenance instructions

Notice: The frame must be properly fastened to the shaft 
in order to guarantee backwater protection up to 2 bar.
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1. Cover 
2. Plastic cap
3. Square-head bolt
4. Frame

5. Insert
6. DUBO washer
7. Turnbuckle
8. Clamping pin
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Operating instructions

The manhole cover must be checked for completeness and 
possible damage before the installation - please do not install 
damaged covers.

Important:

Pay regard to the following order, when inserting and closing 
the cover:

1. The bearing surface for the cover and frame must be 
cleaned, so that the tightness of the cover is guaranteed.

2. The locking system must be fully opened, before the 
turnbuckles are in contact with the cover (see picture 1).

3. The marks for inserting the cover and frame must be 
regarded (> <).

4. When tightening the screw, the turnbuckle must 
noticeably strike the frame after turning the lifting key 
by approx. 90 degress. The locking system can then be 
tightened.

5. All screws must be tightened with the following torque 
of screws:
 
M16 = 80-100 Nm
M20 = 100-120 Nm.
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Maintenance instruction

The manhole cover should be inspected at least every six 
months. Please make sure, that the screws have not loosened as 
a result of heavy traffic. If necessary, tighten the screws using a 
torque wrench. The DUBO washer must be checked during each 
opening process. The washer should be replaced after every 
second opening process. The instructions on page 2 for closing 
the cover must be followed.

Covers with screw locking device

1. Tighten the screw with the already mentioned 
torque (see page 1).

2. Insert the screw locking device.

3. Slightly loosen the screw for fixing the screw locking 
device.
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The locking system is fully opened and in contact with the cover.

Turnbuckles are in contact with the frame. The screws can be tightened.

Inserting the screw locking device.
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