
self levelling manhole covers

REDEVELOPMENT MEASURE
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1. Mark the road surface, then mill it out or cut it out conventionally.

Chisel the old manhole cover out conical/vertical ...

... or mill the old manhole cover out around 1200 mm.
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2. Remove the old cover and the adapter ring. Uncover the shaft up to the 

load-bearing height.

Remove the old manhole cover.

Uncover the shaft head and clean the surface.
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3. Adapter ring

If it‘s necessary, then applying mortar to the adapter ring to DIN 4034 or to the 

transition plate. Inspect the clear diameter 625 mm to DIN 4034. Observe the 

needed quality of the mortar to DIN 19573 and the processing specification by 

the manufacture and planner. A special adapter ring is not necessary!

Recommandation: 	
We recommend our Adapter Ring with an inner diameter of 633 mm,

if you’re not installing on top of manhole parts according DIN 4034.

Adapter ring | Art.-Nr. 814192

inner diameter 633 mm
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4. Shaft construction

The shaft construction should not exceed the heights for following manhole 

covers.

*between top of the shaft and the finished street

Product min. height* max. height*

ECON SN 190 140 mm 180 mm

ECON SN 300 140 mm 265 mm

Manhole cover SN, height 250 mm 170 mm 240 mm

Manhole cover SN, height 210 mm 150 mm 200 mm
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5. Installation frame

Insert the installation frame. Observe the hinge direction for the ECON SN 

190 and 275 (see drawing below). The self levelling manhole cover frame with 

holding device for boarding aid should be adjusted to the step iron, because the 

step iron is the holding device for the boarding aid.

step iron

driving
direction

hinge
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direction
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6. Asphalt layers

Install the asphalt base course in layers ...

 ... and compress the layers correct.
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7. Insert the joint tape und install the top course

Insert the joint tape with necessary superelevation.

Install the top course with necessary superelevation. Stability around the instal-

lation frame needs to be reinforced by pressing, before remove the installation 

frame.

Joint tape
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8. Remove the installation frame and install the manhole cover frame

Remove the installation frame.

Set the self levelling frame vertical into the shaft.
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9. Roll the self levelling frame and check functionality

The self levelling frame is compressed tightly to the street by using an approp-

riate compactor.

Clean the cover and check the functionality.
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