
floating, self-levelling manhole covers

NEW CONSTRUCTION
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NEW CONSTRUCTION

1. Prepare the top of the shaft and close the opening

Top of the shaft with shaft compensation rings build 
up to the required installation height (see table). 
Then close the opening with a fixable steel plate. The 
required clear opening is 625 mm. For sloped surfaces 
we recommend adapter rings of 633 mm.

Product min. height* max. height*

ECON SN 190 140 mm 180 mm

ECON SN 300 140 mm 290 mm

Manhole Cover SN, Height 250 mm 170 mm 240 mm

Manhole Cover SN, Height 210 mm 150 mm 200 mm

*between top of the shaft and the finished street.
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NEW CONSTRUCTION

2. Install asphalt base course

Install asphalt base course with asphalt finisher. Remove asphalt from the shaft entrance and remove 
the steel plate.
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NEW CONSTRUCTION

3. Insert Installation Frame and fill the free space with asphalt base course

Set the installation frame. Make sure to take care 
about the driving direction (see drawing above)!
Fill the area around the installation frame with hot 

asphalt base course and compress the area tightly. If 
you install covers with entrance support, please take 
care about the position of the step irons.

step iron
driving 
direction

hinge
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NEW CONSTRUCTION

4. Remove installation frame

Pull the installation out of the asphalt base course.
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NEW CONSTRUCTION

5. Insert self levelling manhole cover

Set the self levelling frame vertical into the shaft. Check the proper fitting of the self levelling frame.
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NEW CONSTRUCTION

6. Insert the cover and check the functionality

Make sure that the frame is free of leftover asphalt or 
other dirt. Then insert the cover into the frame and 
close it. 

Clean the cover and check the functionality.
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NEW CONSTRUCTION

7. Roll the self leveling frame

The self levelling frame is compressed tightly to the 
street by using an appropriate compactor.
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NEW CONSTRUCTION

8. Loose the frame and clean

Loose the frame out of the asphalt layer. Clean the cover to get rid of leftover asphalt.
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NEW CONSTRUCTION

9. Asphalt Top Layer installation

To avoid asphalt adhesions, protect the manhole 
cover with a steelplate or a thin layer of sand.

Asphalt Top layer installation by the Asphalt pavers.
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NEW CONSTRUCTION

10. Bare the manhole cover and level it

Bare the manhole cover. Lift the manhole cover to the final level of the street. 
The frame has to be finished on the same level as the 
street surface.
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NEW CONSTRUCTION

11. Backfill and clean the manhole cover

Backfill the frame with hot asphalt and close the 
surface.

Afterwards the covers has to be cleaned.
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